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D E S C R I P T I O N

Rieber Gaskets are internal seals integrated into the bell during the 

production of PVC pipes for high pressure applications. The Rieber Gasket 

provides a bulletproof seal under both positive and negative pressure to 

prevent leakage and protect against debris entering the pipe joint.

P I P E  T Y P E

Polyvinyl Chloride

I N D U S T R Y

Water, Sewer, Irrigation

C O M P O U N D

SBR, NBR, EPDM, FKM

A P P L I C AT I O N

Belled Gasket

Rieber®

LATAM

AVA I L A B L E  S I Z E S  +  C E R T I F I C AT I O N S

P R O D U C T S I Z I N G  S Y S T E M S I Z E SS P E C S  +  C E R T I F I C AT I O N S

A D D I T I O N A L  S I Z E S  A N D  M AT E R I A L S  M AY  B E  AVA I L A B L E .  P L E A S E  C O N TAC T  C U S T O M E R  S E R V I C E  T O  D I S C U S S  YO U R  P R O J E C T  R E Q U I R E M E N T S .

RIEBER DEFOFO 
(BRAZIL)

DEFOFO ABNT NBR 7676 mm: �100, 150, 200, 250, 300, 
350, 400, 500, 600

RIEBER PBA 
(BRAZIL)

DEFOFO ASTM F477 HH mm: 60, 85, 110 

PLATINUM PRESSURE 
(METRIC MEXICO & EUROPE

METRIC EN 681-1,  ISO4633, 
ASTM F477HH,  NMX-T-021

mm: �63, 75, 90, 110, 125, 160, 180, 225, 280, 
315, 355, 400, 450, 500, 560, 630

RIEBER IPS & IPS HERO 
(IPS - USA & MEXICO)

IPS ASTM F477 HH,  NMX-T-021 in: 1.5, 2, 2.5, 3, 4, 5, 6, 8, 10, 12

PLATNIUM SEWER METRIC EN 681-1,  ISO4633,  ASTM F477HH, 
NMX-T-021,  ABNT NBR 7676

mm: �110, 125, 160, 200, 250, 315, 355, 
400, 450

SEWER SANITARIO 
(METRIC - MEXICO)

METRIC ASTM F477 LH,  NMX-T-021, 
ABNT NBR 7676

mm: �110, 160, 200, 250, 315 mm: 110, 
160, 200, 250, 315
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